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The International Building Code 

The International Building Code (IBC) has gained 

widespread acceptance in the United States. The 

goal of the International Code Council, the 

authors of the IBC, was to create a single model 

building code inclusive of the Building Officials 

and Code Administrators (BOCA), Southern 

Building Code Congress International (SBCCI), 

and the Uniform Building Code (UBC). 

qualifies for a restrained classification in 

accordance with ASTM E119. Restrained 

construction shall be identified on the plans. 

Table 601 Fire Resistance Rating 

Requirements for Building Elements specifies the 

hourly fire resistive requirements for building 

elements such as structural framing, floor and roof 

construction, and walls and partitions (see reverse 

The IBC contains certain key areas relating side). 

specifically to fire resistive construction. The 

goal of this ISOLUTIONS is to address issues 

within the IBC that arise when investigating fire 

resistive requirements ill commercial structures. 

Section 703.2.3 Restrained Classification states, 

"Fire-resistance rated assemblies tested under 

ASTM E1l9 shall not be considered to be 

restrained unless evidence satisfactory to the 

building official is furnished by the registered 

design professional showing that the construction 

Table 601 (Item a) states, "The structural frame 

shall be considered to be the columns and the 

girders, beams, trusses, and spandrels having direct 

connections to the columns and bracing members 

designed to carry gravity loads. The members of 

floor or roof panels which have no connection to 

the columns shall be considered secondary 

members and not part of the structural frame ." 

Table 601 (Item c-1) states, "Except m Factory-



Industrial (F-I), Hazardous (H), Mercantile (M), commercial structures can be built larger and taller 

and Moderate Hazard Storage (S-l) occupancies, with less passive fire protection requirements. 

fire protection of structural members shall not be Combine this element with the allowable area 

required, including protection of roof framing and increases when utilizing a sprinkler system and the 

decking where every part of the roof construction reliance on passive fire protection systems becomes 

is 20 feet or more above any floor immediately even less. Isolatek International is an active 

below." participant in the Alliance for Fire Safety; a group 

dedicated to the reemphasis on passive fire 

In many instances, the me relies heavily upon protection systems within the me. Should you 

active fire protection systems; i.e. sprinklers, as have any questions related to these issues, please 

the sole means of satisfying fire resistive contact our Technical Service Department at (800) 

requirements. The mc Height & Area limitations 631-9600 or via e-mail atcafco@isolatek.com. 

are considerably more liberal; in essence, 

The International Building Code - Table 601 
F' R . t R f R' ts f B 'Id' EI t (h Ire- eSls ance alJ!g ~U1remen or UI II!.!l emen S ours 

Type I Type I Type II Type II Type III 
Buildine Element A B A B A 

Structural Frame - Including columns, girders, 3 2 1 0 1 
and trusses 

Floor Construction - Including supporting 2 2 1 0 1 
beams and joists 

Roof Construction - Including supporting 1-1/2 1 1 0 1 
beams and joists 

For Further Information 
CAFCO" Technical and Sales Representatives are always available to lend assistance. Additional printed materials, including Material Safety Data 
Sheets, and other product literature, are available upon request. For more information about our CAFCO" line of sprayed fire protection, thermal and 
acoustical treatments, CAFCO-BOARD~, and SprayFilm~ Intumescent Coatings, or for the name of the Sales Representative in your area, please contact: 

In the United States: Isolatek International, Stanhope, New Jersey Tel: 800.631.9600 Fax: 973.347.9170 
In Mexico & Central America: Cafeo Mexico SA de C.V., Mexico D.F. Tel : 52.55.5254.6683 Fax: 52.55.5531 .7826 

In Andean Countries: Cafeo Andina SA, Santiago, Chile Tel: 562.378.5120 Fax: 562.378.5121 
In Canada: Cafeo Industries, Toronto (Ontario) Tel: 888.873.0003 Fax: 416.679.2933 
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For more detailed product information , visit our website at 
www.cafco.comorcontactusatCafco@isolatek.com Total Passive Fire Protection 


